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1. General information and application

PURASYS vibrafoam und vibradyn are high-quality pro-
ducts made of polyether urethane for civil engineering
applications. They provide effective protection against
vibrations and shock. The following are
recommendations based on our experience with the
craft industry and the industry. These instructions apply
to the laying of PURASYS vibrafoam and vibradyn under
screed or concrete floors. For other applications and
areas of use, the laying must be appropriately modified.

2. Delivery

PURASYS vibrafoam and vibradyn mats are supplied on
pallets in the form of plates. The standard dimensions
are 0.5 m x 2.0 m x corresponding thickness or 1.0 m x
2.0 m x corresponding thickness. In accordance with the
laying plan or the packing list, however, separate blanks
are already prefabricated, so that a quick and easy
installation is possible.

PURASYS vibrafoam and vibradyn mats should be stored
red in its packaging until the material is finally used. If the
packaging is removed, dry and clean storage must be
ensured and long-term direct contact with UV radiation
should be avoided.

4. Preparation

The existing concrete surface or granular subbase must
be sufficiently load-bearing, dry and clean. Overhanging
tips and stones must be removed. The material adapts
easily to any unevenness.

© KRAIBURG PuraSys GmbH & Co. KG Edition 1.0 from 12/06/2016 Page 1 of 3




(19 KRAIBURG

PAC = vibrafoam | vibradyn

A CONTROL PURASYS PURASYS
International o yTIONS

Installation instructions for
full-surface bearing

REAL SOLUTIONS IN CONSTRUCTION

5. Installation

PURASYS vibrafoam and vibradyn mats are installed
according to the installation plan. It is recommended to
glue the horizontal mats to the substrate in a point or
strip-like manner, thus preventing slipping.

The side mats should be full-surface glued together with
the walls.

Subsequently, all butt joints should be covered with a
sufficiently wide adhesive tape. This prevents the
concrete milk from penetrating between the mats and
forming a structural soundbridge.

In the case of a multi-layered installation, the individual
layers should be displaced offset to one another. Pipe
breakthroughs or other connections must be separated
from the insulation by edge insulation strips. A possible
correction of the dimensions can be carried out directly
on the construction site with the help of disposable
blades.
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In the following, a PE film is laid and raised upwards the
edge covering strip to above the finished covering layer
height. The film should be fixed to prevent displacement
during concreting.

In order to facilitate concreting, there should be
inserted spacers for the reinforcement. This also
prevents the formation of marks in the mats, which
would have an influence on the insulating effect.

For large surfaces, it is recommended that a 9cm thick layer is first concreted here as this can then act as a load
distribution layer in order to achieve the desired success.

Allinformation given without guarantee. We reserve the right to make technical changes. Installation instructions are not subject to any alteration service.
With the publication of this manual, all previous editions will be void.
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